
Emaux Water Technology 
Salt Chlorinator User Guide 



Why Salt Chlorinator? 

Lots of choices for disinfection in the market, why choice Salt Chlorinator but 
not TCCA or Dosing Pump? 

�  Risk Reduction: Risk of storage TCCA or Chemical with much higher than 
salt. 

�  Human Hurt Protection: TCCA or Chemical will hurt Skin and Hair but 
Salt/Chlorine with not much concern. 
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Why Salt Chlorinator? 
In general, maintenance cost have 3-5 times difference compare the Pool 
apply Chemical and Salt Chlorinator. 
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Pre-Selection 

Model: SSC15-E SSC25-E SSC50-E SSC15-T SSC25-T SSC50-T SSC15-TLT SSC25-TLT 

Salt Level (min) 4000ppm 

Cell Output / 
hour 

15gram 25grm 45gram 15gram 25gram 45gram 15gram 25gram 

Vinyl Pool (Cubic 
Meter) 

50 75 120 50 75 120 50 75 

Concrete Pool 
(Cubic Meter) 

45 70 115 45 70 115 45 70 

Weight (kg) 6.5 7.4 9.7 6.6 7.5 9.8 8.4 8.8 

Pool Light 
Voltage N/A 12V AC 

IP Rating 
IPX4 

Before purchasing Salt Chlorinator, please refer to table below to assist you to select a 
suitable model and quantity, for professional advise please contact with Emaux dealers 

or Emaux local sales representative. 
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Installation Tips 1 
Appropriate Installation as install , otherwise some 

functions such as automatic machine stop as well as Pic 1-3. 
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Installation Tips 2  
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Before Use 

Add 4-5kg (4000-5000ppm) salt 
for each 1000L (1m³) Pool Water 
and wait 12 hours. 

Example – 1000m³ pool capacity 
with 4-5tones salt. 
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How to Use – On/Off and Adjustment  
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How to Use - Winter Switch 
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Maintenance  

Because you haven’t 
clean the cell 

Why I have added 
lots of Salt but SSC 
not preforming well?  
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How to Clean 

Soak SSC cell into acid 
15-20mins and clean by water, 
beware to acid touch your skin. 
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Working Performance 

When both Operation Lights are green, which 
means your Salt Chlorinator work under good 

condition with sufficient salt level. 

When 1 light green 1 light red, means your Salt 
Chlorinator not working under the best 

performance, you have to add Salt into the pool. 

When both lights with red means your pool water 
with insufficient salt, please immediate to add salt 
as low salt level may damage your Salt 
Chlorinator. 
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How to Use – SSC-T & SSC-TLT - Timer 

1) Open the cover in Control Box 
and take off the cap from the 

timer. 

2) Clockwise central part to 
change the time to live time. 

3) Timer use blue buttons to control 
on/off, for request operate time 
press down as shown in the left 

photo. 

4) Press On/Off Button to “Auto” 
to enter into Auto mode – On/Off 
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Trouble Shooting 1 – Machine not functioning (i) 

Why the machine not working? 

�  Ensure plug have connected to the shortcut 
or cable connected to meter box properly. 
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Trouble Shooting 1 – Machine not functioning (ii) 

�  Ensure cable in 
between control box 
and cell housing have 
connected to both 
sides. 
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Trouble Shooting 2 – Chlorine Generation 

Why the Chlorine Gas so less? 

1.  Calcium stuck on the cell, please refer to 
cleaning instruction to clean the cell. 

2.  If Chlorine still not generate after cleaning, 
cell may required since Titanium plate may 
finished. 
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Trouble Shooting 3 - 888 

Why Showing 888? 

�  Fuse replacement is needed, it 
may causing from inconsistency 
power supply. 

�  To resolve, please install 
stabilizer and breaker before 
or in meter box. 
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Overheat 

If Salt Chlorinator have shut down automatically, it may causing from 
overheat, Emaux SSC series with overheat switch which will stop 
running when inner temp higher than 180’C, if it is the case, please 
stop running and let the machine cool down, however, we are 
recommending install machine under below environment: 

�  Outdoor with sunroof 

�  Pump room with good ventilation system 
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