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  READ CAREFULLY AND KEEP IN A SAFE PLACE FOR FUTURE USE!
  Carefully read the instructions, directions, and materials on the construction, safety, and installation of 

the pool canopy before starting the assemblage. Keep this manual for future reference, as it contains 

important information and instructions for use.

INTRODUCTION

Thank you very much for purchasing the Plast-Pol brand swimming pool canopy. We recommend that you take a 

few moments to familiarize yourself with the Assembly and Operating Instructions for our product. The information in this 

manual will ensure that the swimming pool will have a long and safe service life.

It is recommended that a minimum of 2 people assemble the canopy. The estimated time to install the canopy is 

+/- 1 day depending on the size of the canopy, weather conditions and the skill and experience of the installer. People  

such as a qualified construction worker or fitter can influence the smooth and correct installation. Tools and equipment 

such as a drill/driver, false key, hammer, knife, marker, riveter, spirit level, tape measure, etc. may be required to install  

the canopy.

GENERAL CONDITIONS

Our  products  and  their  additional  accessories  are  intended  for  use  as  swimming  pool  canopies.  It  is 

recommended that they are used in accordance with their intended purpose. Regular maintenance and cleaning will 

prolong the life of the product. It is also recommended that the installation is carried out by an experienced and qualified 

installer in accordance with the instructions given below.

The swimming pool canopy consists of segments that are moved along guide grooves. The number of segments 

(3, 4, 5) depends on the dimensions of the pool canopy. The technological design and cohesiveness of the individual  

modules of the pool canopy allow for easy assembly. The structure is modular, with individual segments that can move 

independently of each other. The segments move along the guiding groove on rollers fitted with sealed bearings.

Sliding of the segments is made possible by guide grooves along the length of the pool and a running system.  

When closed, the segments overlap by +/- 5 cm.

To fill the pool canopy, we use polycarbonate panels with a UV resistant finish. The panels in the profiles are  

sealed on both sides with rubber gaskets. The surface of the panels must not be polished or touched with skin smeared 

with sunscreen, as this may cause irreparable damage to the surface.

The canopy is fitted with sliding doors on the right or left side of the front wall of the largest module.

Store unassembled canopy modules on a hard surface. Protect profiles from abrasion. The guide rollers should 

be in the air (e.g. on polystyrene foam). It is advisable to remove the protective film from the modules or protect them from 

the sun.

The manufacturer reserves the right to make technological changes to the construction of the canopy. In 

general, any changes will not affect the structure or functionality of the pool canopy. The changes are linked to 

developing products to improve performance.
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MAINTENANCE

For proper and long-lasting use of the canopy and running system, we recommend that you check the condition  

of  the structure,  polycarbonate,  and guide grooves regularly,  optimally once a week.  The condition of the canopy 

should be checked on an ongoing basis, and the manufacturer should be informed immediately of any changes that 

give cause for concern.

Do not clean or remove stains with aggressive detergents that are not suitable for the materials of the 

canopy  components  (in  particular:  bleach,  abrasive  substance,  micro-powder  products).  It  is  forbidden  to 

remove dirt by mechanical means without consulting the manufacturer.

STANDARD MODELS AND SET CONTENTS

A B C D E F G H

MODEL SEGMENT RAILS KEY
RIVETS

4,8x10 mm
LIMITER

 20x10 mm
RAILS 

CONNECTOR *
SCREW COVER HOLE PLUG

6,40 x 3,20 x 0,65 m 3 pcs. +/- 950 cm 2 pcs. 20 pcs. 4 pcs. 4 pcs. 40 pcs. 65 pcs.

6,40 x 3,45 x 0,65 m 3 pcs. +/- 950 cm 2 pcs. 20 pcs. 4 pcs. 4 pcs. 40 pcs. 65 pcs.

6,40 x 3,95 x 0,75 m 3 pcs. +/- 950 cm 2 pcs. 20 pcs. 4 pcs. 4 pcs. 40 pcs. 65 pcs.

7,40 x 3,45 x 0,65 m 3 pcs. +/- 1 050 cm 2 pcs. 20 pcs. 4 pcs. 4 pcs 40 pcs. 75 pcs.

7,40 x 3,95 x 0,80 m 3 pcs. +/- 1 050 cm 2 pcs. 20 pcs. 4 pcs. 4 pcs. 40 pcs. 75 pcs.

8,60 x 3,45 x 0,85 m 4 pcs. +/- 1 150 cm 2 pcs. 20 pcs. 4 pcs. 8 pcs. 40 pcs. 85 pcs.

8,60 x 3,95 x 0,85 m 4 pcs. +/- 1 150 cm 2 pcs. 20 pcs. 4 pcs. 8 pcs. 40 pcs. 85 pcs.

9,85 x 3,45 x 0,85 m 4 pcs. +/- 1 300 cm 2 pcs. 20 pcs. 4 pcs. 8 pcs. 40 pcs. 95 pcs.

9,85 x 3,95 x 0,85 m 4 pcs. +/- 1 300 cm 2 pcs. 20 pcs. 4 pcs. 8 pcs. 40 pcs. 95 pcs.

10,85 x 3,45 x 0,90 m 5 psc. +/- 1 350 cm 2 pcs. 20 pcs. 4 pcs. 10 pcs. 40 pcs. 105 pcs.

10,85 x 3,95 x 0,90 m 5 pcs. +/- 1 350 cm 2 pcs. 20 pcs. 4 pcs. 10 pcs. 40 pcs. 105 pcs.

A B C D E

F G H

* Optional element. The installation of the canopy can be done without this element - it is not always included in the kit.
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SPECIAL PRECAUTIONS

1. Use the product for its intended purpose.

2. Winterization should be carried out according to the instructions. If there are no instructions next to the product,  

please contact your account manager or a PLAST-POL representative to secure the canopy properly.

3. Winterization should be carried out by a suitably qualified person. All operations should be carried out with 

extreme care.

4. The canopy should be installed in such a way as to prevent external hazards.

5. While the canopy is being installed, the pool should be secured.

6. Standing, sitting or leaning against the canopy structure is prohibited.

7. Inserting body parts into the ventilation holes and spaces between the segments may cause injury.

8. Remove the spanner and keep unreachable of children.

9. The canopy protects the pool, but is not a substitute for common-sense and individual responsibility. It is not 

intended to replace the vigilance and/or responsibility of parents, carers, and adults.

Supervision remains an essential element of child protection.

10. A swimming pool can pose a serious risk to your children. Drowning can happen quickly. Children need 

constant supervision around the pool, even if they can swim.

ADDITIONAL INFORMATION

Further information on the installation and operation of  the swimming pool  canopy can be obtained via our  

website www.plast-pol.com, by telephone or e-mail from the sales department and intramural at our business office.

COMMERCIAL OFFICE / SHOP: CONTACT INFORMATION:

Plast-Pol Technika Basenowa
ul. Anieli Krzywoń 16,

41-922 Radzionków (Śląskie)

www.plast-pol.com
sklep@plast-pol.com

+48 32 726 49 70

Wersja 3.0/PR, z dn. 23/02/2024 www.plast-pol.com Strona: 3 / 15

http://www.plast-pol.com/


ASSEMBLY INSTRUCTIONS FOR THE POOL CANOPY

The correct assembly of the canopy is essential for the proper use of the product.

Installing the canopy in accordance with the instructions will ensure long and correct use. 

It will also extend the life of the moving parts.

1. BASE SURFACE PREPARATION

1.1 /  It is necessary to have a stable, level and smooth base surface under the guide grooves. On each side of  

the guide groove, it is advisable to build a concrete bench (footing) that is at least 5 cm wider. In the event of inadequate 

base preparation or poor assembly, the pool canopy may, due to its weight, shift the guide groove, which may 

impair the canopy's proper function

TIP
Stones, stone sett or flagstones laid on sand or on a layer of gravel bedding are not suitable bases 

for the assembly of guide grooves.

1.2 / The surface of the concrete must be at the same level and parallel to both sides. Maximum accuracy should 

be aimed for when preparing the base surface. The tolerance over the entire length can be  3 mm.

Failure to comply with the above conditions will result in a deterioration in the use of the product for which the 

manufacturer cannot be held responsible.

1.3 / The surface under the guide grooves must be flat so that the guides adhere fully (in width and length) and so 

that the screws do not deform the guide groove during fixing. Any unevenness created during concreting must be sanded  

down or leveled with a leveling screed.

TIP
The height of all protruding elements (i.e. corrie frames, technical box flaps, ornaments, handrails,  

ladders) must be taken into account when making the base for the guide grooves. Elements that 

protrude more than 12 cm can prevent the segments from sliding smoothly.
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2. INSTALLATION OF THE GUIDES

2.1 / The guide grooves should be laid parallel to each other along the length of the pool, maintaining the correct  

spacing. Then mark the installation point and check that the recommended minimum clearance from the pool edge has 

been maintained.

2.2 / The guides must be positioned in such a way that the running rails of the rollers are aligned in the direction  

of the swimming pool. There must be no gaps, clearances or offsets in relation to the axis at the joints of the guides.

   TIP
The recommended minimum distance of the rail from the outer edge of the pool is 5 cm on each side. 

The rail should protrude at least 10 cm in front of the perpendicular line of the pool, which marks the 

beginning of the pool. Put note that the longitudinal sides of the pool are not always parallel and 

straight, so we recommend measuring the width several times at different points
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IMPORTANT INFORMATION
Incorrect positioning of the guide grooves may result in deterioration and/or damage to the 

canopy. The parallelism of the guides should be checked by measuring the diagonals – they 

should be the same.

2.3 / Once the guides have been correctly positioned and laid out, the drill holes for the false keys (mounting peg) 

must be marked. For the stability of the guide groove, 2 false keys should be installed in the axis (width) of the guide.  

The first mounting hole should be marked 10 cm from the start of the guide. The subsequent holes should be duplicated 

every 80 cm.

2.4 / The size and length of the mounting pins will vary depending on the final finish of the swimming pool beach.  

A minimum peg size of 8 mm is recommended. Stainless-steel flat head screws should be used.

TIP
Mounting pins and screws should be selected individually according to the thickness and type of 

finish of the pool beach, so they are not included in the kit. The pins should reach up to ¾ of the 

thickness of the concrete base, taking into account the height of the exterior finish. The size of the 

drill bit should be matched to the size of the mounting pins.
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2.5 / Then start drilling the guides and making the mounting holes in the pool beach. After drilling, dust and dirt  

must be removed, the pegs inserted into the base surface and the guides screwed into place.  Be careful that the 

screws do not deform the guide grooves during tightening.

2.6 / The guide sections are joined using the connectors supplied.

1/ Guide grooves connectors 2/ The connectors are inserted into the first part of the guide

3/ Slide on the second part of the guide 4/ The guides will be moved closer to each other

5/ Jointed guide grooves

TIP 
You can use a rubber hammer to join the rails. Hit the end of the rail lightly.

2.7 /  Once the guides have been anchored, check their spacing at several points and the diagonals.
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3. MOUNTING SEGMENTS ON GUIDE GROOVES

3.1 /  Once the guides are properly anchored, the canopy sections (modules) should be placed on the running 

guides one at a time, starting with the lowest module.

3.2 /  When placing the segments on the guides, it  is  important to ensure that  the module guide rollers are 

positioned on the appropriate running rail for the module and that the “STOP WIND” safety device is correctly seated.

A / GUIDE ROLLER

B / “STOP WIND” SYSTEM

C / RUNNING RAIL

TIP 
Each canopy module should be on its own set of guide rails,.

i.e.: the smallest module – inner rails, the largest module – outer rails.

When moving the components, they should not scrape against each other.

3.3 / Once the successive sections have been fitted, check that each module slides easily and without much resistance. If 

the guides have been fitted correctly and the spacing has been maintained, the canopy segments should move without 

excessive force. There should be no friction between the components when moving the modules.

3.4 / If the canopy modules are sliding correctly, stops can be fitted to the ends of the guides. The angle sections  

should be attached to each end of the guide groove using rivets (supplied), drilling the mounting holes beforehand.
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4. INSTALLATION OF SEGMENT INTERLOCKS

4.1 /  The canopy should be placed in the target position starting with the smallest, i.e. the last canopy module.  

This is where the canopy module will be located in the closed position

4.2 / The locking mandrels are then lifted and unlocked, and the remaining canopy modules are extended to the 

closed position (covering the entire canopy over the pool area).

TIP 
A correctly positioned canopy in the closed position (extended over the pool)  should extend a 

minimum of 5 cm in front of and behind the contour of the pool. The end profiles of each segment 

should coincide, overlapping.
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4.3 / Once the canopy modules have been positioned, mark the locations for the hole in the guide for the locking 

mandrel and the locking stop. Repeat this step for each segment blocking. 

4.4 /  The module is then pushed back. A hole is drilled at the marked point using a Ø 4 mm drill bit. The hole 

should be reamed and enlarged with a Ø 9–10 mm drill bit. Repeat this step for each segment blocking.

4.5 / After drilling, the guide should be cleaned of shavings and dirt and then checked to ensure that the locking 

mandrel fits into the drilled hole. Repeat this step for each segment blocking.
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HANDLING OF THE CANOPY

1.1 / The canopies are fitted as standard with a sliding door secured by a handle with a lock. The canopy door 

can only be unlocked with the supplied key.

1.2 / How the interlocking mechanism works.The handles have a special interlocking mechanism to ensure that 

they can only be opened by authorised people with the appropriate key.

Blocking: Press down on the locking button so that it is fully retracted into the body of the lock and the mechanism is 

engaged.

Note: Ensure that the key is removed from the lock before starting to block. The key must not be in the lock when the  

handle is in the locked position.

Opening: Insert the key into the lock (without turning it) and press down until the mechanism unlocks. The interlocking 

mechanism ensures that the inserted key is held in place when the door is open.
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2.1 /  The pool canopy is equipped with a segment blocking system. Each segment has its own independent 

blocking.

2.2 / The blocking acts as protection against unwanted movement of the segments. The canopy should always be 

blocked when not in use.

2.3 /  To unlock the blocking device, unscrew the knob (1), then lift the locking mandrel. Then turn the knob. This 

will prevent the mandrel from sliding down automatically

2.4 /  To block the segment, it must be positioned so that the locking mandrel can be lowered into the locking 

stopper. Then unscrew the knob and lower the locking mandrel. Once you have made sure that the mandrel is well  

seated in the stopper, tighten the knob to lock the bolt in place.

2.5 / There is also a locking knob with a keyed security system included. For additional segment security, the standard 

knob can be replaced with an additional keyed security device. To replace the blocking, the standard knob must be 

unscrewed and then a knob with an additional safety feature must be screwed in its place.

2.6 / It is only possible to unlock this type of blocking by inserting the key into the lock in the same way as the 

standard blocking.
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3. SLIDING OF THE SEGMENTS

3.1 /  The canopy segments can be moved independently of each other. The canopy segments slide within the 

range of pre-positioned guides.

3.2 / To move a segment, make sure that all segment blockings are unlocked.

IMPORTANT INFORMATION
The segment connector system is an optional accessory, at an additional cost.  Information 

about the desire to install it should be confirmed when placing the order.

3.3 / The canopy segments are fitted with a system of segment connectors (may not be fitted on older models) 

which allow the segments to be pulled together. This system can be switched on or off as required.

3.4 / To allow the segments to slide together, the blocking must be turned to the horizontal position on each side 

(there are 2 blockings on each segment).

- Photograph 1 – Position unlocked, segments operate independently.

- Photographs 2 – Position locked, segments working, sliding together.

3.4 / To disconnect the segments, turn the blocking to the vertical position on each side (there are 2 blockings on 

each segment).

- Photograph 3 – Position locked, segments working, sliding together.

- Photographs 4 – Position unlocked, segments operate independently.
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4. ADDITIONAL COMPONENTS

4.1 / The canopy can be fitted with other optional equipment as required. Additional options should be included in 

the final order. They are not included in the standard canopy offer.

4.2 / SEMI-OPEN WALLS – Allows you to avoid obstacles that protrude more than 10 cm from the pool (e.g. pool 

edge, technical box covers, concrete floors).

MPORTANT INFORMATION
The  opening  height  should  be  determined  individually  before  ordering.  Heights  vary 

depending on model.

The system should be locked in the open position with a bolt and left in the open position 

only when passing an obstacle. The wall should be closed and locked immediately after 

moving the canopy. 

4.3 / FRONT DOOR – Additional door in the canopy in the front wall. It allow you to enter under the canopy from 

the front and avoid protruding elements such as ladders, handrails, etc. The door is locked with a key..

IMPORTANT INFORMATION
Door size should be determined individually before ordering. Size options may vary depending 

on model.
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5. MAINTENANCE AND USE OF THE CANOPY

The following recommendations must be observed when using the pool canopy:

1 /  Do not overload the pool canopy. Do not stand or climb on the canopy or polycarbonate panels, nor place  

heavy objects on it.

2 /  When moving the individual  segments,  make sure that  the guide grooves are not  dirty,  as blocking the 

segments can lead to deformation.

3 / When sliding the canopy segments in and out of position, take care that the track does not interfere with 

elements around the pool (overhanging corrie, ladders, handrails, sun loungers, etc.).

4 / During the winter period, the canopy should only be opened when absolutely necessary to avoid possible  

damage.

5 / During periods of heavy snowfall, snow accumulation on the canopy must be removed regularly. Overloading 

the canopy with wet snow can cause structural damage.

6 / If there is a lot of snow, the canopy should be opened so that each segment is in the off position, so that snow  

only falls  on the surface of  one segment.  Supports should be placed between the segments to ensure that  all  the 

segments are able to carry the load of the snow.

7 / It is advisable to cover the water surface of the pool with a protective film to reduce the formation of mold on  

the inside of the canopy due to moisture and steam.

8 / Ventilate the canopy regularly. This will reduce the humidity under the canopy and prevent condensation.

9 /  Keep the canopy clean. Do not use cleaning agents containing alcohol, petrol, acetone, bleach, scouring 

powder or other aggressive substances.

10 / Keep the mechanical moving parts of the canopy clean at all times. Lubricate the mechanical moving parts 

with silicone oil at least 3 times a year.

11 / The manufacturer’s recommendation is that active oxygen water treatment chemicals should not be used 

under the canopy.

12 / In windy weather, secure each section on both sides and close the door. Ensure that the front and rear walls  

are properly secured. Do not open the door in high winds!

13 / Polycarbonate can be cleaned with non-irritating soap, washing-up liquid or car shampoo using a soft cloth or 

sponge. Do not use scouring agents, a rice root brush or a squeegee! 

 

The manufacturer is not responsible for any damage caused by failure to follow these instructions.
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